
                                                                                              CS-1200                                             CS-1800                                             CS-2200
Rated Power (Stereo 8Ω / ch.) ............................................. 350W ................................................ 550W ................................................ 650W
Rated Power (Stereo 4Ω / ch.) ............................................. 560W ................................................ 880W .............................................. 1050W
Rated Power (Stereo 2Ω / ch.) ............................................. 700W .............................................. 1100W .............................................. 1300W
Rated Power (Bridge Mono 8Ω) ......................................... 1000W .............................................. 1650W .............................................. 1950W
Rated Power (Bridge Mono 4Ω) ......................................... 1300W .............................................. 2050W .............................................. 2600W
Frequency Response .......................................................................................................................................................... 5Hz - 50KHz, +/-0.5dB
THD+N ...................................................................................................................................................................................... < 0.05% @ 8Ω 1KHz
S/N Ratio ............................................................................... > 94dB .............................................. > 97dB .............................................. > 98dB
Slew Rate .............................................................................. 28V/us .............................................. 40V/us .............................................. 45V/us
Damping Factor ..................................................................... > 400 ................................................. > 400 ................................................. > 400
Crosstalk ................................................................................................................................................................................... > 65dB @ 8Ω 1KHz
Input Impedance .................................................................................................................................... 20KΩ balanced / 10KΩ unbalanced
Input Sensitivity ..................................................................................................................................................................................... 0.8V / 1.6V
Height ........................................................................................... 3U ..................................................... 3U ..................................................... 3U

TECHNICAL SPECIFICATION

CLASS H STEREO POWER AMPLIFIERCLASS H STEREO POWER AMPLIFIER
CS-SERIESCS-SERIES


