
                                                                                                 E-2400                                                E-3000                                                E-3600
Rated Power (Stereo 8Ω / ch.) ............................................. 800W .............................................. 1000W .............................................. 1200W
Rated Power (Stereo 4Ω / ch.) ........................................... 1250W .............................................. 1550W .............................................. 1850W
Rated Power (Stereo 2Ω / ch.) ........................................... 1600W .............................................. 2000W .............................................. 2400W
Rated Power (Bridge Mono 8Ω) ......................................... 2400W .............................................. 3000W .............................................. 3600W
Rated Power (Bridge Mono 4Ω) ......................................... 3200W .............................................. 3900W .............................................. 4600W
Frequency Response .......................................................................................................................................................... 5Hz - 50KHz, +/-0.5dB
THD+N ...................................................................................................................................................................................... < 0.05% @ 8Ω 1KHz
S/N Ratio ............................................................................... > 98dB .............................................. > 99dB .............................................. > 99dB
Slew Rate .............................................................................. 40V/us .............................................. 45V/us .............................................. 50V/us
Damping Factor ..................................................................... > 400 ................................................. > 400 ................................................. > 400
Crosstalk ................................................................................................................................................................................... > 65dB @ 8Ω 1KHz
Input Impedance .................................................................................................................................... 20KΩ balanced / 10KΩ unbalanced
Input Sensitivity ..................................................................................................................................................................................... 0.8V / 1.6V
Height ........................................................................................... 2U ..................................................... 2U ..................................................... 2U
Gross Weight ......................................................................... 14 Kg. ............................................... 15 Kg. ............................................... 15 Kg.
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